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FICHA TECNICA:

ARQUITECTOS / ARCHITECTS:

OTTO MEDEM DE LA TORRIENTE

COLABORADORES / COLLABORATORS:

CARLOS BERNARDEZ AGRAFOJO

APAREJADOR / MASTER BUILDER:

ANDRES GAREA NOGUEROL

CONSTRUCTORA / CONTRACTOR:

MOVIAL CONSTRUCCIONES S.L.

UBICACION / LOCATIOM:

CALLE LIBRA 6 Y 8, ARAVACA, MADRID, ESPANA / SPAIN
AREA DEL TERRENO / LOT AREA;

1.000 m? / 10,690 S.F.

AREA DEL PROYECTO / BUILDING AREA:

493 m? / 5,270 S.F.

ANO DEL PROYECTO / PROJECT DESIGN: 2006

ANO DE CONSTRUCCION / PROJECT CONSTRUCTION: 2008
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CASAS EN MADRID
HOUSES IN MADRID

DOS VIVIENDAS PAREADAS

PAIRED HOUSES

El proyecto parte del encargo de la construccién de
dos viviendas pareadas simétricas, que se dan la espalda.
Estas, se desarrollan a partir de un muro medianero cie-
go que contrapone su distribucién y sus vistas. De este
modo, se consigue un nivel de privacidad excelente, al
estilo de una vivienda unifamiliar aislada.

No en vano, se pone énfasis en la diferenciacién en-
tre ambas y se ha proyectado una compartimentacion,
por completo distinta, para perimetros simétricamente
iguales. Se consigue asi, un proyecto unitario con dos
almas distintas.

El acceso para los rodados, mediante una rampa cur-
va, s¢ convierte en condic
extruye, exportdndose al resto de las plantas y al aspecto
exterior del edificio

n formal en planta, que se

44

Dos viviendas pareadas / Paired houses

The project is part of the commission for the construc-
tion of two symmetrical paired houses, with their backs to
each other. These are developed on the basis of a solid party
wall that establishes a counterpoint between their layouts and
g s ellent level of privacy is
ensured, in the manner of a stand-alone single family home.

It is not in vain that the empbhasis is placed on dif-
ferentiating both houses, and a completely different in-
ternal subdivision has been designed for symmetrically
identical perimeters. In this way, we obtain a unified
project with two different souls.

The vehicle entrance, by means of a curved ramp, be-
comes the formal condition of the floor plan, extruded
and exported to the rest of the floors and the external

appearance of the building,




